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RESUMEN 

 

El presente informe de investigación denominado “análisis fluidodinámico en una turbina 

Darrieus a partir de energía mareomotriz para la generación de energía eléctrica en el distrito 

de Pimentel” está enmarcado dentro de las políticas de uso de energía renovable no 

convencionales que el Estado Peruano incentiva a través del Ministerio de Energía y Minas la 

modificación en la matriz energética. 

 

El objetivo de estudio es el análisis fluidodinámico en una turbina Darrieus para obtener el 

potencial de energía eléctrica para el distrito de Pimentel, el primer objetivo es obtener las 

estadísticas de la corriente mareomotriz obteniendo como dato la velocidad del oleaje se 

obtuvo 23 m/s. 

 

Así mismo se determinó la demanda eléctrica de la cuidad de Pimentel para abastecer de 

energía eléctrica a el distrito, proyectándose al año 2025 obteniendo una demanda de 

571,129.4 kWh esto llevara a cabo una tabla de ponderados para seleccionar la mejor opción 

de una turbina Darrieus. 

 

Teniendo dos opciones de elección de turbina Darrieus con tres hojas y turbina Darrieus tipo 

H o Giromill se realizó una tabla de ponderados para la elección de la mejor opción de turbina 

Darrieus, después de obtener los resultados de ambas turbinas se seleccionó la turbina Darrieus 

tipo H o Giromill seleccionando un perfil NACA 0018 para su mejor aprovechamiento del 

oleaje. 

 

Finalmente se realizó un análisis fluidodinámico de la turbina Darrieus tipo H o Giromill 

obteniendo todos sus factores de potencia del perfil NACA 0018 determinando la potencia 

eléctrica que se generara en el distrito de Pimentel teniendo como resultado 331.11 kW por 

cada turbina, llegando a una conclusión de que se utilizaran 72 turbinas para abastecer la 

demanda eléctrica proyectada al año 2025. 
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ABSTRACT 

 

The present research report called "an fluidalysis of the milomic in a Darrieus turbine from 

tidal energy for the generation of electricity in the district of Pimentel" is framed within the 

policies of renewable energy energies not that the Peruvian State incentivizes to the Ministry 

of Energy and Mines the modification in the matrix. 

 

The objective of the study is the fluiddynamic analysis in a Darrieus turbine to obtain the 

potential of electrical energy for the district of Pimentel, the first objective is to obtain the 

statistics of the tidal current obtaining as a data the speed of the swell was obtained 23m/s. 

 

The electricity demand of the city of Pimentel was also determined to supply electricity to the 

district, projecting to 2025 obtaining a demand of 571,129.4 kWh this will carry out a 

weighting table to select the best option of a Darrieus turbine. 

 

Having two options of choice of Darrieus turbine with three blades and turbine Darrieus type 

H or Giromill was made a weighted table for the choice of the best Darrieus turbine option, 

after obtaining the results of both turbines the Darrieus type H or Giromill turbine was selected 

by selecting a NACA 0018 profile for its best use of the swell. 

 

Finally, a fluid analysis of the Darrieus type H or Giromill turbine was carried out obtaining 

all its power factors of the NACA 0018 profile by determining the electrical power generated 

in the Pimentel district resulting in 331.11 kW per turbine, concluding that 72 turbines were 

used to supply the projected electricity demand at 2025. 
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